&
Electronic Balance !ﬂ‘i 'EN‘]I w‘lﬂ INH Lﬂi@ﬁ“ﬁdﬂ%ﬂﬂﬁ lﬂﬁﬂﬁ‘]ﬂu'l‘lf?uﬂﬂﬁ]ﬂﬁ]ﬂ Lﬂ?i)ﬁﬁ‘ﬂi&']ﬂﬁlﬂﬁu LﬂSEN‘N
ﬂi]ﬁﬂﬁ‘llu'lﬂiﬂiu lﬂ‘iﬂdﬂidu1ﬂuﬂﬂﬁ]ﬂﬂﬁﬂlu1ﬂ1‘ﬂﬂj U Defender 3000 Series 1%"]1’3“[18414'311] 11']1’\13?]31
&!Uﬂlﬂﬂﬁi”ﬁ']ﬁl"lﬂblﬂ MNZEMSY HUNMTHAN ﬂ’ﬁ@’ﬁuﬂ'l WUNTU- ﬁﬂfﬂiﬂ']

Fjﬂ!ﬁﬂﬁ'ﬁ Y84 Electronic Balance g'u Defender 3000 Series

inSoadaTidefuitanua 4 1@ A 601b/30kg, 1501b/60kg, 3001b/150kg 1AY 6001b/300kg
AWAIBEATNEA 1: 6000-7500 d

WUNE 1M TG (Pan) WAADINAUAWIAAINTA 304

Tnaasaa (Load Cell) nanvinezgiifion szaunsfogiu IPe7
nsounoNAATINEaAN AN ABS ansoaade s nsomazu i
annsnimeniiIems# 181a1emiiae b, oz, bioz, ke 1182 g
1T15un3umM 31U IUFU (Part Counting) '
tgdnsahinasgmldunioudunios Ao gninySuszduvounios

ansawsa 118 wwdou AC Adaptor

Fudseiuamnin g 1




Models D31P30BR D31P60BR D31P60BL D31P150BL D31P150BX D31P300BX
601bx 0.011b 150Ibx 0.021b 1501bx 0.021b 300Ibx 0.051b 300Ibx 0.051b 600Ibx 0.11b
960 0z x 0.2 0z 24000z x 0502 24000zx 050z 48000zx 102 48000z x 102 9600 0z x 2 02

Capacity x Readability
(d

60 Ibx 0.2 oz (Ib:oz) 160 Ib x 0.5 oz (Ib:0z)

160 Ibx 0.5 oz (Ib:0z) 300 Ibx 1 oz (Ib:oz)

300 1Ibx 1 oz (Ib:oz) 6001bx 2 oz (Ib:oz)

30 kgx 0.005 kg 60kgx 0.01 kg 60 kgx 0.01 kg 150 kg x 0.02 kg 150 kg x 0.02 kg 300 kg x 0.05 kg
30000gx5¢g 60000gx10g 60000gx10g 1500009x 209 150000gx20g 300000gx50g
ga’""‘“.'“ Displayed 4.20833333333333 525 5.25 5.25 525 4.20833333333333
esolution
Load Cell Protection IP67
Base Construction 304 stainless steel pan with painted carbon steel frame, non-slip rubber leveling feet

Platform Dimensions
(WxDx min H)

12x 14x4.8in/305x 355x 123 mm

16.5x21.6x 5.4in/420x 550 x 136 mm

19.7x 25.6 x 5.8 in/ 500 x 650 x 147 mm

Front View Dimensions
(FlxF2xF3xF4x
F5)

82x65x12x48x3x10in

82x65x165x54x32x146in

82x65x19.7x56x35x17.3in

210x 166 x 305x 123 x 75x 256 mm

210x 166 x 420 x 136 x 80 x 371 mm

210x 166 x 500 x 143 x 90 x 440 mm

Side View Dimensions
(S1xS2xS3x54x
S5)

225x186x14x12x 2in

362x263x21.7x197x2in

36.2x29.1x256x232x2in

572 x 472 % 355 x 306 x 52 mm

920 x 668 x 550 x 500 x 52 mm

920x 740 x 650 x 590 x 52 mm

Column

13.8in /350 mm fixed height,

tubular painted steel

27.6in /700 mmfixed height, tubular painted steel

Leveling Component

Externally visible level bubble and adjustable leveling feet with locking nuts

Safe Overload Capacity

125% of rated capacity

Indicator Construction

ABS plastic housing

Weighing Units

Ib, 0z, Ib:oz, kg, 9

Functions Weighing, Parts Counting
Weight Display B-digit, 7-segment backlit LCD, 1 inch / 25 mm high digits
Keyboard 4 function mechanical keys, raised, tactile

Stabilization Time

Within 2 seconds

Auto-zero Tracking

Off, 0.5, 1 or 3 divisions

Key Zeroing Range

2% or 100% of capacity

Span Calibration

5 Ib/kg to 100% of capacity, user selectable

Power

AC adapter with 100-hour internal rechargeable lead acid battery included

Interface

Bi-directional RS232C

Operating Temperature

14°F to 104°F /-10°C to 40°C, Maximum relative humidity 80 % for temperatures up to 88°F / 31°C, decreasing linearly to 50 % relative humidity at 104°F / 40°C, non

Range condensing
Net Weight 261b/12ka 421b/19kg 711b/32 kg
Shipping Weight 33Ib/15kg 511b/23 ka 82Ib/37Tkg

Shipping Dimensions

253% 19.6x 8.5in/642 x 497 x 212 mm

33.7x222x8.9in/857 x 564 x 225 mm

40.2x 27 x 9.7 in/ 1022 x 687 x 247 mm
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