
เครืองวดัอุณหภูมิอนิฟราเรด InfraRed Thermometer รุ่น DT-8013 ยห้ีอ CHEERMAN

คุณสมบัติของ เครืองวดัอุณหภูมิแบบไม่สัมผสั รุ่น DT-8013

• ช่วงการวดัอณุหภูมิ -  ~ ℃ (- ~ ℉)

• ช่วงระยะห่างการวดั  : 

• ความไวในการวดั ms

• ความยาวคลืน μ- m

• ความแม่นยาํ± % หรือ  ℃

• ความสามารถในการทาํซาํได ้± % หรือ±  ℃

• การแผอิ่นฟราเรด . - .

• ความละเอียด .  ℃ / .  ℉

• สามารถเลือกวดัได ้  แบบ ℃ / ℉

• มาพร้อมหน่วยความจาํ บนัทึกขอ้มูลในตวัเครือง

• มีแสงเลเซอร์เพอืกาํหนดตาํแหน่งการวดั

• มาพร้อมไฟแจง้เตือน เมือแบตเตอรีตาํ

• ปิดเครืองอตัโนมตัิ เมือไม่ไดใ้ชง้าน

• ใชแ้บตเตอรี PowerDC 9V



เครืองวดัอุณหภูมิอนิฟราเรด InfraRed Thermometer รุ่น DT-8013

Model DT-8013

Temperature Range -50℃~1300℃(-58℉~2372℉)

Accuracy ±2 or 2℃

Distance Spot Ratio 30:01:00

Emissivity Adjustable 0.1 to 1.0

Response Time & Wavelength 500ms & (8-14) um

Repeatability ±1% or ±1℃

Resolution 0.1℃ or 0.1℉

Storage Temperature -20-50℃(-4-122℉)

Operating Temperature 0-50℃(32-122℉)

High/Low Temperature Alarm Setup √
Max/Min/Avg/Dif Temperature Measurement √
Laser Target Pointer Selection √
℃ / ℉ Selection √
Backlight Display Selection √
Data Hold Function √
Auto Power Shut Off √
LowBatteryIndication √

GENERAL CHARACTERISTICS

Power DC 9V Battery

Product Color Yellow+ Gray

PACKING INFORMATION

Standard Quantity Per Carton 10PCS/Carton

Standard Carton Size 41.5*27*23.5cm

Standard Carton Gross Weight 4.7kg


