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II SD Series Digital Spring Tester

SD series digital spring tester isspecial for testing tension & compressionof spring's distortionand load, andit also canbe used totest the loadof
rubber and reed.

Characteristics
* Peak holding and auto-releasing functiony o
= Set upper and lower limit, alarm with
sound and light;
* Converting three unitsautomatically;
= Automatic power-off;
* Calculating average function;
= RS-232C output;
* Printer inside.
Note: SD-B seriesspring tester hasnot inside printer, and nodata port. =Z====gs

SD-10~30 SD-50~500 SD-1000~5000
Parameter
Model | SD-10 SD-20 SD-30 SD-50 SD-100 | SD-200 SD-300 SD-500 | SD-1000 | SD-2000 | SD-5000
Capacity 10N 20N 30N 50N 100N 200N 300N 500N 1000N 2000N S5000N
Resolution | 0.001N 0.002N 0.01N 0.01N 0.02N 0.05N 0.1N 0.1N 0.2N 0.5N 1N
Test Travel 65mm 95mm 150mm
Distortion Resolution 0.01mm 0.01mm 0.01mm
Platen Diameter $30mm $49mm $108mm
Max Free Testable 65mm 95mm 200mm
TestRange 5%~100%FS
Weight Within £1%
Power 220x=10%V 100W
Dimension 300X235X600mm 300x235%620mm 490X300<920mm
Weight About 13.2kg 17.3kg About 19.1kg 20.8kg About 47.5kg
|

SDT series torquetester is special machines for testingvarious shapes oftorsion spring, volutespring and otherelastic objects. Beingaccurate and

ocular for rcading, the torsion andanglc arc digitallydisplaycd. Alsothe torsion scnsordcformation and twisting angle have automatic compensation

function. The cardcores are simplyequipped and easy to insert.

Characteristics

* Peak holding andauto-releasing function;

+ Automatic power-off;

* Set upper andlower limit, alarmwith sound andlight;

» Converting three units {N.m(N.mm), kgf.cm, Ibf.in}
automatically; i ,

« Printer inside; s )

O
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* RS-232C output. SDT Series Torque Tester CD Software
Parameter
Model SDT-0.2 SDT-0.5 SDT-1 SDT-2 SDT-5 SDT-10 SDT-20 SDT-50
Capacity 200N.mm 500N.mm 1000N.mm 2000N.mm 5000N.mm 10N.m 20N.m S50N.m
Resolution 0.02N.mm 0.06N.mm 0.1N.mm 0.2N.mm 0.5N.mm 0.001N.m 0.002N.m 0.005N.m
Test Range of Torsion 10%~100% FS
Inaccuracy Within £1%
Test Range of Angle 0~ +9999.9°
Angle Resolution 0.1°
SeSEey ok & 100mm
Specimen Length 150mm
Loading mode Manul
Power 220+10%V 100W
Dimension 690 <360X360mm
Weight About 42.0kg




