
เครืÉองวดัออกซิเจนในนํÊาแบบปากกา Dissolved Oxygen Meter (Pen type)
รุ่น PDO-519 ยีÉห้อ LUTRON

เครืÉองวดัออกซิเจนในนํÊาแบบปากกา เป็นเครืÉองวดัออกซิเจนทีÉละลายในนํÊาและอุณหภมิูทีÉแม่นยาํ เหมาะสาํหรับ
การวดัใน หอ้งปฏิบติัการ งานวิจยั โรงเรียน มหาวิทยาลยั โรงงานอตุสาหกรรม ออกแบบมาให้มีขนาดกะทดัรัด ใชง้าน
สะดวก และง่ายต่อการใชง้าน
คุณสมบัติของ DO Meter

• เครืÉองวดัออกซิเจนในนํÊาแบบปากกา Dissolved Oxygen Meter (DO Meter)รุ่น PDO-519
• เครืÉองสามารถถอดเปลีÉยนเซ็นเซอร์ได้
• เครืÉองมีระบบชดเชยอณุหภูมิอตัโนมติั Ř ถึง ŝŘ℃ (ATC - Automatic Temperature Compensation)
• หนา้จอ LCD แสดงผล Ś ค่าไดพ้ร้อมกนั
• ตวัเครืÉองมาตรฐานกนันํÊากนัฝุ่ น IP67
• เครืÉองมีฟังชัÉนคา้งค่าหนา้จอ (Data hold ) และสามารถกดเพืÉอเรียกดูค่าสูงสุด/ ตํÉาสุดได ้(record max. and min. 

Reading) 
• Lutron PDO-519 หนา้จอแสดงผล Ś ค่า พร้อมกนั คือสามารถแสดงค่าออกซิเจนในนํÊา และค่าอณุหภูมิ
• ระบบปิดเครืÉองอตัโนมติั (Auto power off)

จอแสดงค่าออกซิเจนในนํÊา และค่าอุณหภูมิ

Measurement Range Resolution Accuracy (23 ± 5°C)
Dissolved Oxygen 0 to 20.0 mg/L 0.1 mg/L ± 0.4 mg/L
Oxygen in Air

0 to 100.0% 0.1% O2 ± 0.7% O2(For reference only)
Temperature 0 to 50°C 0.1°C ± 0.8°C
Circuit Custom one-chip of microprocessor LSI circuit
Sensor Structure The polarographic type oxygen probe with an incorporated Temp. sensor
Sampling Time Approx. 1 second
Probe Dimension/ Length -
Power Requirement DC 1.5V, Battery AAA x 4
Dimension / Weight 180 x 40 x 40mm / 176g


