
การทดสอบอตัราการไหลของพลาสติก Melt flow index รุ่น DRK208 Series ยีÉห้อ DRICK
เครืÉองทดสอบอตัราการหลอมไหลของพลาสตกิ รุ่น DRK208 Serie ใชเ้พืÉอทดสอบคุณสมบตัิการไหลของ

พอลิเมอร์เทอร์โมพลาสติก ในสถานะการไหลแบบเหนียว ใชเ้พืÉอกาํหนดอตัราการไหลของการหลอมของเรซินเทอร์
โมพลาสติก (MFR) และอตัราการไหลของของเหลว (MVR)
คุณสมบัติของ Melt Flow Index

เครืÉองวดัอตัราการไหลแบบหลอมเหลวออกแบบและผลิตตามมาตรฐาน GB3682, ISO1133, ASTMD1238,
ASTMD3364, DIN53735, UNI-5640, JJGB78-94 เป็นตน้ ผลิตโดย JB / T5456 และทดสอบอตัโนมติั โครงสร้างเรียบง่าย
การดาํเนินงานสะดวก และการบาํรุงรักษาง่าย ฯลฯ
การประยุกต์ใช้ Melt Flow Index

ไม่ใช่เฉพาะวสัดุเช่นโพลิเอทิลีนพอลิสไตรีนโพรพลีินเรซิน ABS และเรซิน POM ทีÉมีอณุหภูมิหลอมตํÉาทีÉสามารถ
ทดสอบได ้แต่สามารถทดสอบสาํหรับโพลีคาร์บอเนตโพลีออ็กไซดฟ์ลูออรีนพลาสติกไนลอนทีÉมีอณุหภมิูหลอมละลายสูง
เป็นเครืÉองมือทีÉเหมาะอยา่งยิÉงสาํหรับสถาบนัวิจยัวิทยาศาสตร์โรงงาน สถานประกอบการสถาบนัของมหาวิทยาลยั
และการกาํกบัดูแลดา้นเทคนิคการตดัสินสินคา้โภคภณัฑ์

DRK208A DRK208B



Model DRK208A , DRK208B 
Diameter of barrel 9.55±0.025mm ; length: 160 mm
The piston head diameter 9.475±0.01 mm; weight: 106g
Inside diameter of die 2.095 mm ; length 8±0.025 mm
Temperature range room temperature~400°C
Temperature display resolution 0.1°C
Accuracy rating ±0.2°C
Measuring range 0~30mm
Accuracy rating ±0.05mm
Instrument measurement precision ±10%
Power 220V ±10% 50HZ
Heating power 550W
Instrument appearance size (L×B×H) 560×376×530 mm


